(12) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 



(19) World Intellectual Property 
Organization 

Internationa] Bureau 

(43) International Publication Date 
28 July 2005 (28.07.2005) 





PCT 



(10) International Publication Number 

WO 2005/069435 Al 



(51) International Patent Classification 7 : 



H01Q 1/42 



(21) International Application Number: 

PCT/EP2005/050068 

(22) International Filing Date: 7 January 2005 (07.01 .2005) 



(25) Filing Language: 

(26) Publication Language: 



English 
English 



(30) Priority Data: 

1 0 2004 002 374.3 1 5 January 2004 (15.01 .2004 ) DE 

(71) Applicant (for all designated States except US): MAR- 
CONI COMMUNICATIONS GMBH [DE/DE], Gerber- 
strasse 33, 71522 Backnang (DE). 

(72) Inventor; and 

(75) Inventor/Applicant (for US only): CHRIST, Jochen 

[DE/DE]; Elser-Ring 36, 74354 Besigheim (DE). 



(74) Agents: COCKAYNE, Gillian et al.; Marconi Intellec- 
tual Property, Crompton Close, Basildon, Essex SS 14 3BA 
(GB). 

(81) Designated States (unless otherwise indicated, for every 
kind of national protection available): AE, AG, AL, AM, 
AT, AU, AZ, BA, BB, BG, BR, BW, BY, BZ, CA, CH, CN, 
CO, CR, CU, CZ, DE, DK, DM, DZ, EC, EE, EG, ES, FI, 
GB, GD, GE, GH, GM, HR, HU, ID, IL, IN, IS, JR KE, 
KG, KP, KR, KZ, LC, LK, LR, LS, LT, LU, LV, MA. MD, 
MG, MK, MN, MW, MX, MZ, NA, Nl, NO, NZ, OM, PG, 
PH, PL, PT, RO, RU, SC, SD, SE, SG, SK, SL, SY, TJ, TM, 
TN, TR, TT, TZ, UA, UG, US, UZ, VC, VN, YU, ZA, ZM, 

zw. 

(84) Designated States (unless otherwise indicated, for every 
kind of regional protection available): ARIPO (BW, GH, 
GM, KE, LS, MW, MZ, NA, SD, SL, SZ, TZ, UG, ZM, 
ZW), Eurasian (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), 
European (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, 

/ Continued on next page] 



(54) Title: CLADDING FOR A MICROWAVE ANTENNA 



< 

IT) 



IT) 



O 



-D- 




1 



7 




W 



6 



4 



X V 
V N 

9 \ V 



8-^ 




-if 



11 



5 r 



*•» ■ mm m mm- »^ f- * 



N 




2\-l 



(I) 



(57) Abstract: A cladding plate (2) for a 
microwave antenna has a thickness which 
increases with the distance r from a point 
of minimum thickness (11) proportional 
to Formula (I) wherein e R is the dielectric 
constant of the material of the cladding 
plate and a is a positive constant. 
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